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Mohawk V-One 
 

 

 

   Features and Benefits  

For the installation of all Sheet, LVT & LVP and Composite Tile 
High tack / High grab / Extended working time 
High strength, water resistant bond 
Health/Environmentally conscious formula design 
Moisture Tolerance – 99% RH  
PH Tolerance - less than 10.0 
Available in 1 & 4 US Gallons 
Shelf Life: 2 years from Mfg. date (unopened) 

 

   Additional Information  

Aladdin Comm: AVONE- 40 ; AVONE-10 

Retail SKU: MVONE-40 ; MVONE-10 

Portico SKU: PVONE-40 ; PVONE-10 

Spread Rate: Up to 250 sf/gal 1/16" x 1/16" x 1/32" U-notch trowel 

Up to 350 sf/gal 3/8" Nap paint roller 
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MULTI-FUNCTIONAL 

FLOORING ADHESIVE 

 
SOLVENT FREE, “ZERO” 

CALCULATED VOC, 

VERY LOW ODOR 

FLOORSCORE® 

CERTIFIED / MEETS 

REQUIREMENTS OF 

CA SEC 01350 IAQ 

Mohawk V-One is a clear set, solvent 

free, multi-functional pressure sensitive 

adhesive made for the interior 

installation of all Mohawk sheet goods, 

LVT/LVP and composite tile over 

approved substrates. This adhesive is 

formulated to have extended working 

time for flexible installations. Mohawk 

V-One meets all Federal, State, and local 

government indoor air quality regulations. 


